CV3 SERIES

0 to 275 PSIG

How To Order
CV3-084-CWPGTM-NJ
BASIC MODEL NUMBER |—SPECIAL ADD ON
CV3 Series CB - Cold Box Cuff
NJ - Non-Jacketed
VALVE SIZE TW - Complete Top Works Kit
083 - 3/8" SG - Soft Goods Kit
084 - 1/2"
pge - 34" TOP WORK
M - Manual
CLEANING A - Automatic Valve - specify Actuator
0 - Oxygen (per 216-2 specification) B - Automatic Valve w/AutoSeal Actuator
o - Standard E - Automatic Valve w/Control Tip -
EQ% - specify Actuator
CONFIGURATION L - Automatic Valve w/Control Tip -
WPG - Weld Pipe, Globe Linear - specify Actuator

WTG - Weld Tube, Globe

WPR - Weld Pipe, 90° Angle Pattern
WITR - Weld Tube, 90° Angle Pattern
WPY - Weld Pipe, 45° "Y" Pattern
WTY - Weld Tube, 45° "Y" Pattern

Dimensions & Performance Data
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H - Automatic Valve w/Hyperbolic Tip -
specify Actuator

PACKING
1 - Teflon®

SOFT GOODS KIT includes:
Packing
Gaskets
Seat
Hermetic Seals
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Assembly A* Flow [Heat Leak
Part Number | g3 | 084 | 086 Bl c | (watts)
Globe .68 | .84 | 1.05 | 238 | 59 1.3
Angle 68 | .84 | 1.05| 1.50 | 6.8 1.3
"y .68 | .84 | 1.05 | 238 | 6.2 1.3

* Adapters available for tube sizes.

Valve supplied with quick opening plug unless otherwise specified.



