
Dimensions Weight (Approx.)

Size A B C D
STG TPG STR TPR ES4 ES4B STG STG TPG STR TPR

STR

1/4 3.25 2.63 — — 13.4 8 0.31 3 2.2 2.5 — —

3/8 3.25 2.63 — — 13.4 8 0.38 3 2.2 2.4 — —

1/2 3.25 2.63 — — 13.4 8 0.5 3 2.2 2.4 — —

3/4 4.25 3.75 — — 15.56 9 0.75 3 4.7 5.2 — —

1 4.25 3.75 — — 15.56 9 0.92 3 4.7 5 — —

1-1/2 5.25 4.75 2.63 2.38 16.34 12 1.09 5 9.5 11.1 9.8 11.3

2 6.25 5.75 — — 17.5 13 1.34 6 16.4 19.4 — —

BASIC MODEL NUMBER
ES4 - Standard Length Bonnet
ES4B - Short Bonnet

VALVE SIZE
082 - 1/4"
083 - 3/8"
084 - 1/2"
086 - 3/4"
088 - 1"
812 - 1-1/2"
816 - 2"

CONFIGURATION
TP - Threaded Female Pipe
ST - Silver Brazed Socket, Copper Tube (1/8" over nominal)
STP** - Silver Brazed Socket Under Seat by FNPT Thread Over Seat
TST** - FNPT Under Seat by Silver Brazed Socket Over Seat

ES4 SERIES
0 - 600 PSIG

How To Order
ES4B - 088 - TPG - TW

* Top works is complete and assembled with seat, packing and handwheel
but without union nut. Order 084 for all 1/4", 3/8" and 1/2" valves. Order 088
for all 3/4" and 1" valves.

** Consult Factory

OPTIONS
(blank) - Manual Operated
SG* - Soft Good Kit
TW* - Top Works Kit Only
PO** - Pneumatic Operated
EO** - Electric Operated

BODY STYLE
G - Globe Body
R - Right Angle Body 1-1/2" Size Only

(Special Orders Only)

DIMENSIONS inches AND WEIGHTS pounds

Size STG TPG STR TPR

1/4 1.2 1.7 — —

3/8 2.4 3 — —

1/2 3.9 4.2 — —

3/4 9.2 10.3 — —

1 15.2 15.2 — —

1-1/2 30 30 38.5 38.5

2 50 50 — —

FLOW COEFFICIENT (Cv)
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