
HOKE Inc.

quick couplings
HQC Series
Instrumentation Quick Couplings

Features & Benefits

GYROLOK®

Typical Applications

Technical Data
CONSTRUCTION
NOMINAL FLOW SIZES
MAXIMUM OPERATING 
TEMPERATURE
CV FACTORS

* Other Alloys available - consult factory.



HQC Series Instrumentation Quick Couplings

HQC Series Instrumentation Quick Couplings

Materials of Construction
STAINLESS STEEL PRODUCTS

MACHINED PARTS
SPRING AND RETAINING RINGS

SEALS

Standard seal lubrication is Krytox®.

Rated Working Pressure (psi)
STAINLESS STEEL PRODUCTS

BODY SIZE ¼˝ 3⁄8˝ ½˝
CONNECTED POSITION
DISCONNECTED POSITION
CONNECT UNDER 
PRESSURE

HQC6 SERIES
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Max. Connect/Disconnect: 250 psig

Flow Rate of Water in GPM (68° F)
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DESO Cv = .53
SESO Cv = .74

MAXIMUM FLOW RATE 6 GPM

HQC4 SERIES
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Max. Connect/Disconnect: 250 psig

Flow Rate of Water in GPM (68° F)
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DESO Cv = .31
SESO Cv = .45

MAXIMUM FLOW RATE 4 GPM

HQC8 SERIES
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Max. Connect/Disconnect: 250 psig

Flow Rate of Water in GPM (68° F)
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SCFM Air @ 80 psig Inlet Pressure
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DESO Cv = 1.26
SESO Cv = 1.86

MAXIMUM FLOW RATE 10 GPM

Spillage/Air Inclusion
AIR INCLUSION SPILLAGE

HQC4 3 3
HQC6 3 3
HQC8 3 3

O-ring
Retaining ring

7
O-rings

9
GYROLOK®

GYROLOK®

GYROLOK® nut

O-ring

Flow

1 2 

16 

3 4 
5 6 7 8 

9 10 11 

12 13 14 15 17 
18 

19 20 21 
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HQC Series Instrumentation Quick Couplings
Dimensions: Body Assemblies with Valves

A

B

C

Tube

SERIES BODY SIZE TUBE SIZE PART NO. A B HEX C
¼ 1⁄8
¼ ¼
¼
3⁄8 3⁄8
3⁄8
½ ½
½

Tube

B

A

C

Male Pipe

SERIES BODY SIZE
PIPE 

THREAD PART NO. A B HEX C
¼ 1⁄8
¼
¼
3⁄8
3⁄8 3⁄8
3⁄8 3⁄8
½
½

Male Pipe

B
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Female Pipe

SERIES BODY SIZE
PIPE

THREAD PART NO. A B HEX C
¼ 1⁄
¼
¼
3⁄8
3⁄8 3⁄
3⁄8 3⁄
½
½

Female Pipe

B
H
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T

C

Bulkhead Tube
For ‘H’ and ‘T’ dimensions, see page 5

SERIES BODY SIZE TUBE SIZE PART NO. A B HEX C
¼ ¼
¼
3⁄8 3⁄8
3⁄8

Bulkhead Tube

Note: All dimensions in inches unless specified as ‘mm’ (millimeters).



HQC Series Instrumentation Quick Couplings

HQC Series Instrumentation Quick Couplings
Dimensions: Plugs, Non-valved, Single End Shutoff (SESO)
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C

Tube

SERIES BODY SIZE TUBE SIZE PART NO. A B HEX C
¼ 1⁄8
¼ ¼
¼
3⁄8 3⁄8
3⁄8
½ ½
½

Tube

B
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Male Pipe

SERIES BODY SIZE
PIPE

THREAD PART NO. A B HEX C
¼ 1⁄8
¼
¼
3⁄8
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½

Male Pipe
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Female Pipe

SERIES BODY SIZE
PIPE

THREAD PART NO. A B HEX C
¼ 1⁄8
¼
¼
3⁄8
3⁄8 3⁄8
3⁄8 3⁄8
½
½

Female Pipe

Bulkhead Tube

SERIES BODY SIZE TUBE SIZE PART NO. A B HEX C
¼ ¼
¼
3⁄8 3⁄8
3⁄8

H

T

B
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C

Bulkhead Tube
For ‘H’ and ‘T’ dimensions, see page 5

B

A
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Hose Barb

SERIES BODY SIZE HOSE PART NO. A B HEX C
3⁄8 3⁄8

Hose Barb

Note: All dimensions in inches unless specified as ‘mm’ (millimeters).
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HQC Series Instrumentation Quick Couplings
Dimensions: Plugs, Valved, Double End Shutoff (DESO)
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Tube

SERIES BODY SIZE TUBE SIZE PART NO. A B HEX C
¼ 1⁄8
¼ ¼
¼
3⁄8 3⁄8
3⁄8
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½

Tube
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Male Pipe

SERIES BODY SIZE
PIPE

THREAD PART NO. A B HEX C
¼ 1⁄8
¼
¼
3⁄8
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½

Male Pipe
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Female Pipe

SERIES BODY SIZE
PIPE

THREAD PART NO. A B HEX C
¼ 1⁄8
¼
¼
3⁄8
3⁄8 3⁄8
3⁄8 3⁄8
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½

Female Pipe

Bulkhead Tube

SERIES BODY SIZE TUBE SIZE PART NO. A B HEX C
¼ ¼
¼
3⁄8 3⁄8
3⁄8

H
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Bulkhead Tube
For ‘H’ and ‘T’ dimensions, see page 5

Note: All dimensions in inches unless specified as ‘mm’ (millimeters).
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HQC Series Instrumentation Quick Couplings

HOKE Color-Coded Keyed Quick Couplers

 

 
 

Keys K1–K5 are standard stock items. For keys K6–K8, consult the factory.

KEY 
NUMBER COLOR

HQC4 HQC6 HQC8
BODY SLEEVE O.D. PLUG SLEEVE O.D. BODY SLEEVE O.D. PLUG SLEEVE O.D. BODY SLEEVE O.D. PLUG SLEEVE O.D.

Orange

K7

Panel Mount Dimensions

BULKHEAD SIZE
H

PANEL HOLE
T

PANEL THICKNESS

HQC4
1⁄8˝ GYROLOK®

¼̋  GYROLOK®

GYROLOK®

HQC6
¼˝ GYROLOK®

3⁄8˝ GYROLOK®

GYROLOK®

HQC8 ½˝ GYROLOK®

 from Bulkhead drawings on pages 2, 3, and 4
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HQC Series Instrumentation Quick Couplings
How to Order

Accessories
Dust Caps

Dust Plugs

A

B

C

B

C

A

Standard seal lubricant is Krytox®.

SERIES BODY SIZE PART NO. A B HEX C
¼
3⁄8
½

SERIES BODY SIZE PART NO. A B HEX C
¼
3⁄8
½

Xylan® is a registered trademark of Whitford Corporation.
GYROLOK® is a registered trademark of HOKE Incorporated.
Kalrez® and Viton® are registered trademarks of DuPont Dow Elastomers.
Krytox® is a registered trademark of the DuPont Company.
Swagelok® is a registered trademark of Swagelok Company.
Parker® is a registered trademark of Parker Hannifin Corporation

For Your Safety

HQC4 – B1 – 4  F – K1 – 316 – 203

BODY SIZE

HQC4 ¼˝
HQC6 3⁄8˝
HQC8 ½˝

COMPONENT

B

B1

D

D1

S

S1

PORT SIZE

2 1⁄8˝ 6M0

4 ¼˝ 8M0 

6 3⁄8˝ 10M0 

8 ½˝ 12M0 

SEAL OPTIONS

Blank Standard seal (Viton®)

203

204

205

206

MATERIALS

316 Stainless steel

OPTIONS

Blank 

C

K1–K8

PORT CONFIGURATIONS

Blank

F

FT 

H 

M

MT 

Standard items in bold.


